Air Excellent 2x AE34C Valve Adaptor 125mm 90° ((' \
g

with mounting strip

' Centrotherm
Article number: 188974
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Product overview

The Air Excellent valve adaptor can connect up to two AE34C ducts
to a supply and/or extract valve. It can be cut to length and, when
used with the AE34C Click-Seal rings, provides a secure and airtight
duct connection. A mounting strip is included for easy fixing.

= Saofe and quick installation with cut-to-length flexibility

= ATC1 airtight mechanical connection that minimises pressure
losses, energy use, and fan noise

= Supplied with mounting strip for fast and secure fixing

Product dimensions

@125 int. ‘ UV

LLY

Technical specifications

Color Green
Anti static
Antimicrobiall
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Air Excellent 2x AE34C Valve Adaptor 125mm 90°
with mounting strip

. Centrotherm
Article number: 188974

Technical specifications (continuation)

Diameter inner 125 mm
Temperature resistance (min.) -20°C
Temperature resistance (max.) 60 °C
Reaction to fire: Euro class E
Zeta supply 1 connection 1.15
Zeta extract 1 connection 0.97
Length gross 410 mm
Width 215 mm
Height 175 mm
Net weight 0.38 kg
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Air Excellent 2x AE34C Valve Adaptor 125mm 90°
with mounting strip

. Centrotherm
Article number: 188974

Technical details

Air Supply Air Extract

Zeta [-] 1,15 077 097 1,34
Duct runs 1 2 1 2
v [m/s] Ap [Pa] v [m/s] Ap [Pa] v [m/s] Ap [Pal v [m/s] Ap [Pal]

0 00 0,0 00 00 0,0 00 00 00
5 0.4 01 0.2 0,0 0.4 0,1 02 0,0
10 0.9 05 0.4 01 0.9 05 0.4 0.2
15 1,3 1,2 07 0.2 1,3 1,0 07 04
20 1,8 2,2 0.9 0.4 1,8 1,8 09 0,6
25 22 3.4 11 06 2.2 28 1,1 1,0
30 27 4,8 1,3 08 27 41 1,3 1,4
35 3,1 6,6 1,6 11 31 56 1,6 1,9
40 36 8,6 1,8 1,4 36 7,3 1,8 2,5
45 4,0 10,9 20 1,8 4,0 9,2 2,0 3,2
50 45 13,5 2,2 23 45 11,4 2,2 39
55 4,9 16,3 2,5 27 4,9 13,7 2,5 47
60 53 19,4 27 32 53 16,4 27 57
65 - : 2,9 38 : - 2,9 6,6
70 : : 31 L4 : : 3,1 7,7
75 - . 33 5,1 : : 33 8,8
80 - : 36 58 - - 36 10,0
85 - . 38 6,5 - - 38 11,3
90 : : 4,0 7,3 - : 4,0 12,7
95 : - 4,2 81 - : 4,2 14,2
100 : : 45 9,0 : _ 45 15,7
105 . - 47 9,9 : . 47 17,3
110 : _ 4,9 10,9 : : 4,9 19,0
115 - : 5,1 11,9 : - 5,1 20,8
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